
1800
The NH-1800 Series offers exceptional value with plenty  
of customization options. Featuring a new, sleek design,  
it is also an attractive addition to any retail setting.

Features

Reliability
State-of-the-art technology provides quick and accurate transactions. 
This popular ATM is also known for its reliability, thanks to a proven 
track record in the U.S. market.
 
Security
A UL business-hour safe and PCI EPP (Encrypting PIN pad) provide 
a secure transaction environment. For enhanced security, choose an 
optional electronic or KABA Mas Cencon safe lock.
 
Capacity up to 4,000 Notes
A variety of cash-dispensing units offer combinations up to 4,000 
notes. This flexibility also allows us to design an ATM at a price 
range that can work for you.

Superior quality, security and value. 
Only with Nautilus Hyosung.
Now offering the most complete line of financial and retail ATMs.

The NH-1800 Series is simply the best value 
in ATM solutions for the retail industry.

Dependable Customer Service
 You can’t afford ATM downtime. That’s why we offer
customer service with real people and real solutions. 
Trust Nautilus Hyosung to be your business partner.



1800
System Control
	 • ARM 9 RISC processor
	 • Embedded platform
 
Customer Display
	 • Wide 7" TFT Color LCD
 
Communication
	 • Dial-up
	 • Pre-dial (not supported by all processors)
 
Input Type
	 • 4 x 2 function keys
	 • 4 x 4 numeric keys
	 • PCI EPP (Encrypting PIN pad)
	 • ADA compliant
 
Supports Five Languages
	 • English 
	 • Spanish
	 • Japanese
	 • Korean
	 • French
 

Card Handling
	 • Dip-type card reader
	 • Optional IC card reader, EMV Level 1, 2
 
Cash Dispensing
	 • 1,000-note removable cassette
	 • Optional 2,000-note removable  
       cassette can be upgraded to 2  
       cassettes for 4,000 notes
	 • Up to 4,000 notes
 
Printer
	 • 60mm graphical thermal receipt printer
 
Security
	 • UL Business Hour safe
	 • Mechanical combination lock
	 • Optional electronic safe lock
	 • Optional KABA Mas Cencon safe lock
 

Power Supply
	 • AC 110–230V, 50–60 Hz
 
Operating Environment
	 • Temperature: 40ºF–95ºF
	 • Humidity: 15%–85%
 
Dimension and Weight
	 • Height: 51.3" (1,304 mm)
	 • With topper: 65.3" (1,660 mm)
	 • Width: 15.7" (400 mm)
	 • Depth: 22.8" (580 mm)
	 • Weight: 265 lbs (120 kg)
 
Internal components may change with the 
introduction of new technology. Nautilus Hyosung 
reserves the right to change the specifications of 
this ATM to accomodate the changes in technology.

7" color customer display
• Ad-capable: 7-screen  

bitmap files with RMS Pro
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Contact your authorized Nautilus Hyosung distributor or 
representative for more information.


